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Improved Heat Sinking for Laser-Diode Arrays
Using Microchannels in CVD Diamond

Kenneth E. Goodsomssociate Member, IEEEKatsuo Kurabayashi, and R. Fabian W. Pease

Abstract—This work proposes a novel cooling system for
high-power laser-diode arrays, for which the maximum optical
output power density per unit surface area is limited by the
temperature rise due to self-heating. The proposed system uses a
microchannel heat sink made of chemical-vapor-deposited (CVD)
diamond, whose high thermal conductivity increases the efficiency
of the channel-wall fins and reduces the array-to-coolant thermal
resistance using a simple model for the combined conduction
and convection problem. The resistance is calculated to be 75%
less than that for a conventional configuration using a silicon
microchannel heat sink. The present analysis strongly motivates
a future experimental study.

Index Terms—EChemical-vapor-deposited (CVD) diamond, con-
tinuous wave (CW) laser-diode array, epitaxial lift-off, maximum
output-power density, microchannel cooling, thermal resistance.
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1. Cross section of the silicon microchannel cooling system for
laser-diode arrays developed by

Missaggiaet al. [7].

HE continuous wave (CW) operation of semiconductor

laser-diode arrays benefits from a low thermal resistance
for heat transfer from active regions to the environment. The
maximum optical output power of these devices per unit
surface area is limited primarily by the temperature rise at the
diode junction due to self-heating [1], [2]. The temperature rise
for a given self-heating power is proportional to the array-to-
coolant thermal resistance. Three technologies, with varying
levels of maturity, can be used to reduce the array-to-coolant
thermal resistance.

1) One approach is to sandwich diamond films between the

sink using epitaxial lift-off (ELO) and grafting, which
yield epitaxial GaAs films of thickness as thin as 200

on diamond substrates [8]. The back side of the very thin
semiconducting substrate can be biased using metallic
interfacial layers, such as those developed by Eeten
al. [9] for achieving atomically perfect grafting of GaAs
to silicon. Because the thermal conductivities of GaAs
and InP are more than one order of magnitude less than
that of diamond, the close proximity of the diamond to

active regions can strongly improve cooling. Until now,
ELO and grafting have been used primarily to bring
laser diodes in close contact with optically transparent
substrates. Yablonovitcét al. [10] and Pollentieret al.

[11] used ELO to fabricate a GaAs based laser diode on
a glass or silicon substrate. Schumacéeal. [12] and
Yi-Yan et al. [13] grafted an InP based semiconductor

semiconducting substrate and the heat sink to improve
lateral spreading of heat from the active regions [3], [4].
Sakamotcet al. [5] increased the total CW output power
from 76-120 W by embedding a diamond submount
between a AlGaAs/GaAs laser-diode array and a copper
heat spreader.
Another approach to reducing the thermal resistance is . -
to use convection in microchannels [6], which in the  Photo-device onto a glass or sapphire substrate.
past have been etched into silicon. Missaggiaal. ~ This work proposes a completely novel cooling system
[7] mounted GalnAsP/InP buried heterostructure lasethat combines all three technologies in the geometry shown
diode arrays on a silicon microchannel heat sink usirig Fig. 2, which is expected to yield a lower bound for the
a solder joint, as depicted in Fig. 1, and measured thgray-to-coolant thermal resistance from laser-diode arrays.
array-to-coolant thermal resistance using the temperatUree new system uses microchannels within the diamond rather
dependence of the threshold current density. than within silicon. This eliminates the impact of the thermal
A third approach reduces the thickness of the semicdmeundary resistance at the diamond bottom boundary and uses
ducting substrate between active regions and the héa¢ high conductivity of diamond to maximize the efficiency
of the microchannel-wall fins. This work develops a simple
Manuscript received October 10, 1995; revised November 26, 1996. Th0odel to compare the array-to-coolant thermal resistance for
paper was supported by the Semiconductor Research Corporation throygh novel system shown in Fig. 2 to the conventional system
Contract 93-MJ-375, Stanford University, and the Powell Foundation. . - . . . .
using a silicon microchannel heat sink shown in Fig. 1. The
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comparison with that of Missaggeét al. [7]. The new system for GalnAsP/InP
buried heterostructure laser-diode arrays uses CVD diamond film for the hegj. 3. Geometry used for the thermal-conduction analysis.
sink.

two-dimensional (2-D) thermal conduction equation and the 1zx.1°. e
bulk thermal properties of the constituent materials. f | 5 f

This work demonstrates the large potential improvement in . wl Prediction for Silicon Heat Sink, 150 pm InP
the cooling of laser-diode arrays that can result from the use of ,.° N ‘ ‘
microchannels in diamond, ELO, and grafting. This manuscrifg ui ' ‘
also describes previous research which makes the propo

7T

3 \ .K Measureinent of Missaggia et al. [7]

STARC

laser-diode array structure feasible. The fabrication of thig_ ; [~ Silicon Heat Sink, 150 pm InP : ]
device is a major challenge for future work. The calculatons § e 7 77—~ _ = 1
prOVided here motivate this work. >I5 E’ Prefdiction for biamond Heat Sink, 1;50 pm InP: o
g p- T
< ) A' T~ _ :
Il. THERMAL ANALYSIS £ ‘ L B I N
The array-to-coolant thermal resistan&&;or, is defined as ’ 2 Prediction for. Diamond Heat Sink, 1.5 um InP
the temperature rise at the center of an active stripe divided by - . T T i
the power per unitotal surface area. For both configurations in % “s00 600 700 800 900 1000
Figs. 1 and 2, the calculation is performed for a 1 mm mm TOTAL HEAT-SINK THICKNESS ( pm)
InP laser-diode array attached to the center of a microchannel
heat sink with lateral dimensions of 1 crh cm. Fig. 4. Impact of the use of CVD diamond microchannels and grafted thin

The thermal resistance for an InP laser diode array onng epitaxial lift-off films on thg heat conduction in the microchannel cooling
silicon microchannel heat sink with these dimensions wa& " for InP based laser-diode arrays.
measured by Missaggiat al. [7]. The laser diodes were i .
arranged in a 2-D array with spatial periods of 260 and 100 and any nonhomogeneltles of the thermal cpnducuvmes of
xm. We simplified the geometry by assuming that the activi® materials are neglected. Goodsaral [15] discussed the
region length is equal to the spatial period in the direction witflPortance of these approximations for a similar composite
the 250:m spatial period. This allows the active regions t@hamond—sﬂmon substrate. The error in the thermal regstance
be modeled as a one-dimensional (1-D) array of stripes wih expected to be less than 20% for temperature rises less
a center-to-center spacing of 1@@n. than 100 K. The dimensions and the thermal properties used

F|g 3 shows the geometry used for the thermaj_conducti&f the thermal-conduction analySiS are listed in Table I. It
analysis. The active region is modeled using a uniform stead§-assumed that the microchannels are fabricated in the CVD
state heat flux within a small region at the semiconductgfamond film leaving 17%:m thick unchannelled region in the
substrate surface. This is a very rough approximation of teéamond substrate. The microchannels are oriented parallel to
actual heat-source distribution in a laser-diode, which hte active region stripes, as in the structure of Missaggia
been discussed, for example by Chen [14]. All surface exceit [7].
the active region is assumed to be adiabatic, which neglectdn the configurations shown in Figs. 1 and B, is the
radiation and convection from the diode array surface. Thieermal resistance from the bottom of the unchannelled portion
sides of the block are treated as adiabatic due to symmew§.the heat sink, made either of silicon or diamond, to the
In Fig. 4, d; is the thickness of the unchannelled heat sinkater coolant. If the water coolant flow rate is sufficiently
substrated, is the thickness of the InP laye2Lx is the large for given values of he microchannel width,, and wall
distance between the centers of the adjacent active stripes, waitth, w,,, the coolant temperature rise can be neglected. This
2W 4 is the active stripe width. The temperature dependena@s demonstrated by the experiments of Missaggial. [7]
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TABLE |
PARAMETERS USED IN THE THERMAL-CONDUCTION ANALYSIS. (@)
CONVENTIONAL SysTEM. (b) NovEL SysTEM PROPOSEDHERE

number based on the hydraulic diameter is

Re? = PD°AD. (5)
Parameter in the Conventional Value 2f appNQL
Configuration shown in Fig. 1
unchannelled silicon thickness, d, 175 um wherep andy, are the density and dynamic viscosity of water,
InP substrate thickness, d> 150 um respectively. The microchannel length is and f,,, is the
lateral dimension of analyzed volume, 2Ly | 100 um apparent friction factor along the entire channel. The Reynolds
active region width 217, 2 um number is calculated using (5) and a correlation for turbulent
silicon thermal conductivity, &, 150 Wm' K" flow relating f,,,, Re, and L/D [16]. The values of Re are
InP thermal conductivity, k» 70 Wm' K greater than 2300, the critical Reynolds number of internal
flow, confirming that the flow is turbulent. The average Nusselt
@) number,N,,, is calculated by integrating the correlation for
the local Nusselt number along the channel in the turbulent
Parameter in the New Configuration Value regime [16], [17]. For example, ifv. = w, = 100 pm,
shown in Fig, 2 H, =400 pym, andL = 1 cm, then (2) yield®D = 160 pzm
unchannelled diamond thickness, d; 175 pm and Re is approximately 2750 from (5). The average Nusselt
InP substrate thickness, d 1.5 um number is approximatelWN,, = 20. Equations (1)—(3) yield
lateral dimension of analyzed volume, 2Ly | 100 um R, = 3.8 x 10~ m2.KW~! for the silicon microchannel
active region width 2/, 2 um heat sink andR; = 2.7 x 107¢ m2.KW~! for the diamond
diamond thermal conductivity, 2000 Wm™” K microchannel heat sink.
InP thermal conductivity, &, 70 Wm' K For the conventional configuration shown in Fig.Rj,

models the effective InP-Si thermal boundary resistance and
(b) is governed by thermal conduction normal to the solder joint.
The solder is assumed to have the thickndss= 10 ym
for a flow rate of2 x 107> m*s™! andw, = w,, =100 um. and thermal conductivity:;, ~ 40 WnrK~! [18], yielding
The thermal resistanck, is therefore governed by convectionthe boundary resistandg, = d, /k, = 2.5 x 10=7 m*KwW 1
from the microchannel walls, and is approximately given byhis is a lower bound for the boundary resistance because

[16] it does not account for porosity in the solder. In the new
D W + 10 configuration,R; is the thermal resistance at the InP-diamond
R = < _ )( < et ) (1) boundary. This boundary consists of a thin metallic layer

kyNu ) \we + 2Hen for biasing the metallic interfacial layers, Ersen al., [9]

The channel height i€, k; is the thermal conductivity of achieved atomic-scale perfection for GaAs-silicon interfaces

water, andN,, is the average Nusselt number for convectioHSing Pd and Cr interfacial layers. It is assumed here that
in the’ microghannels based on hydraulic diameter similar facilitating metal interfacial layers can be developed for

the InP-diamond interfaces in the present study. The thermal

2H . w, resistance of such an interface would be very small compared
T wet H. (2) 1o the volume thermal resistance in the semiconductor, and is
therefore neglected here.
The microchannel-wall fin efficiency is The maximum temperate rise in the active region is deter-
tanh(N) mi_ned by solving the heqt-cond_uction equ_ation in closed form
= (3) using the method of Fourier series. The ratio of the temperature

rise to the power dissipated per unit total surface area is the

where .
ok N\ array-to-coolant thermal resistance (6) as shown at the bottom
N = H. <kf7;)> (4) of the next page, where the paramet&fsand S,, are
'www
P nmw 7
wherek,, is the thermal conductivity of the material used for "7 Ly (7)

the microchannel heat sink. For the conventional configuration 1 (n =0)

in Fig. 1, k,, is the thermal conductivity of silicon. For the Sn = { 2Ly Gn(\Wa) (n > 1). (8)
new configuration in Fig. 2k, is the thermal conductivity nrWa -

of diamond. For an infinite microchannel depth. and the
same values ofw. and w,, the fin efficiencyn for the
diamond microchannel is 3.6 times larger than that for the For the case of the conventional geometry of Missaggia
silicon microchannel due to the difference in the thermal. [7], the present work calculates an array-to-coolant thermal
conductivites. ThereforeR; is reduced through the use ofresistance 09.1x 10~ m?-KW !, This agrees fairly well with
diamond. The present analysis uses= w,, =100 m, and the value measured by those auth@$, x 10~ m2.KW 1,

a pressure drop along the microchannelsfgf =482 kPa, Fig. 4 compares the array-to-coolant thermal resistance as
as in the experiments of Misaggit al. [7]. The Reynolds a function of the total heat sink thickness for the cases of

I1l. RESULTS AND DISCUSSION
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the novel structure using diamond microchannels and the covhich is approximately one tenth of the current cost. This
ventional structure using silicon microchannels. The relativessessment assumes that the cost reduction resulting from a
high cost of fabricating a diamond layer increases with itsigher deposition rate can be achieved through further opti-
thickness. The array-to-coolant thermal resistance decreasssation of reactor settings. Continuous increase of deposition
with increasing values of the microchannel height due to thate and area coverage due to the technological improvement
increasing area for convection. The high-conductivity diamontay provide a low-cost high-volume diamond growth process
helps maintain a relatively-high fin efficiency as the heightquired for the proposed cooling system in the future.
is increased. The data point in the curve shown in Fig. 5 isSelective seeding and deposition of CVD diamond are
the array-to-coolant thermal resistance for the conventiorngbmising techniques for patterning diamond microstructures
configuration with the dimensions used by Missaggial. [7], on silicon substrates [21], [22]. Photoresist patterns are fab-
i..,we = wy, =100um, H. = 400um, 175um unchannelled ricated by conventional lithography using photoresist mixed
silicon substrate, and 150m InP substrate. with fine diamond powder. The photoresist patterns serve as
For the diamond microchannels of 90t height, the plotin nucleation/growth sites on the substrate during the deposition
Fig. 5 predicts a 35% reduction in the array-to-coolant thermgfocess and the same patterns of diamond are formed on
resistance for the arrays having the 348 InP substrate with the substrate. A fabrication of diamond bridges as narrow
respect to the conventional configuration given by Missaggi® 1 m width has been achieved using this method [22].
etal [7]. If the laser-diode arrays are assumed to be fabricatadsimilar approach may be taken to fabricate the diamond
using ELO/grafting technology as shown in Fig. 2, a 75%hicrochannels. But it must be noted that the high aspect-ratio
reduction in the array-to-coolant thermal resistance can Rficrochannel feature might yield a technical challenge to be
obtained compared to that for the conventional configuratigyercome in the fabrication process.
for the same channel height as above. This indicates thatrhe CVD diamond growth process results in faceted surface
the maximum output power density of the laser diode arrayorphology which must be polished before it can be appropri-
which is limited by the resulting temperature rise, can bge for ELO and grafting. A relatively fast and cost-effective
increased from10” Wm~2, which is obtained in the con- syrface polishing technique is needed to yield the high-quality
ventional configuration, tot x 107 Wm~? with the given interface between the ELO film and the diamond heat sink. Jin
microchannel geometry. For the geometry considered here, fi& [23] developed a polishing technique of CVD diamond
combination of diamond microchannel heat sink technolog}ging a chemical reaction of manganese powder with diamond.
and ELO/grafting technology has a much larger effect oR SEM image shows that a CVD diamond surface with rough
the thermal resistance reduction than the use of the diamgggets of 20-6Q:m variation in height is optically smooth after

microchannel technology alone. a 5 min HCI etching process subsequent to 48 h annealing of
the sample. The large reactivity of manganese with diamond
IV. FUTURE EXPERIMENTAL WORK reduces the etching time and may contribute to fabrication

The thermal analysis performed here predicts that t§@st reduction.
proposed diamond microchannel cooling system yields re-The device performance of the InP laser-diode arrays in
markable heat sinking improvement for the high-power lasdhe cooling system described here depends on the film quality
diode arrays compared to the cooling system fabricated uskiggulting from the ELO and grafting process as well as ef-
the conventional silicon etching technique. The use of diamof@ttive heat conduction. Yablonovitet al. [24] used thermal
microchannels and ELO/grafting technology, both of whichycling to demonstrate reliable bonding of ELO GaAs films to
remain relatively immature, will bring challenges in costa silicon substrate. Other studies [13], [25], [26] show that the
effectiveness, reliability, and manufacturability. ELO process causes no significant change in film properties,

A high growth rate of CVD diamond is essential forsuch as carrier density, carrier mobility, and optical quality,
achieving low-cost fabrication of the diamond cooling systerhefore and after the lift-off. Dingleet al. [27] integrated a
Recent work using an RF plasma torch reports a depositiprototype GaAs-based LED array on a silicon substrate using
rate approaching 50mh~! [19]. This means that the growththe ELO technology and obtained 75 percent yield out of 90
rate is currently more than three orders of magnitude largeeparate functioning LED’s in the array. Process automation
than those achieved in early 1980s. Singer [20] estimates thay be possible due to the simplicity of the ELO and grafting
cost will be reduced within the next five to ten years to abotechnology, which should increase the device yield and lead
ten dollars per chip carrier of dimension ¥.0.0x0.1 cn¥, to the cost reduction.

Rror
S [k1(Ry + Ro)A + (1+ k2R Ro A2 Jtanh(A,,dy ) + ftanh(A,d2) + & Ry Ay tanh(A,dy ) tanh(A, da)]

- nzz:o An [/fl + k%Rl)\ntanh()\ndl) + kle(Rl + Rg))\ntanh()\ndg) + ko (1 + k%Rle)\%)tanh()\ndl)tanh()\ndg)]

(6)
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The microchannel cooling technology implemented at labfg] E. Yablonovitch, D. M. Hwang, T. J. Gmitter, L. T. Florez, and J. P.

oratory genera”y requires a water supply/drain system to Har_bison, “Van der Waals bonding of GaAs epitaxial liftoff films onto
. h lant fl th h the heat sink ch | d arbitrary substrat_esAppI. Phys. Le_tt.vol. 56, pp. 2419-2421, 1990.
provide the coolant flow throug € heat sink channels and @ A. Ersen, I. Schnitzer, E. Yablonovitch, and T. Gmitter, “Direct bonding

pressure regulator to control the coolant pressure drop across of GaAs films on circuits by epitaxial liftoff, Solid-State Electronvol.
e will i ; ; 36, pp. 1731-1739, 1993.
these channels. This will increase th_e cost oflmplemen_tatlonr@] E. Yablonovitch. E. Kapon, T. J. Gmitter, C. P. Yun, and R. Bhat,
the technology for compact electronic component cooling, a “Double heterostructure GaAs/AlGaAs thin film diode lasers on glass
will need to be weighed against the substantial improvement  substrate,TEEE Photon. Technol. Leftvol. 1, pp. 41-42, 1990.
in coolina capabilit [11] 1. Pollentier, L. Buydens, P. Van Daele, and P. Demeester, “Fabrication
9 p Y of a GaAs-AlGaAs GRIN-SCH SQW laser diode on silicon by epitaxial
lift-off,” IEEE Photon. Technol. Lettvol. 3, pp. 115-117, 1991.
V. CONCLUSION [12] H. Schumacher, T. J. Gmitter, H. P. LeBlanc, R. Bhat, E. Yablonovitch,
; ; : _and M. A. Koza, “High-speed InP/GalnAs photodiode on sapphire
_A new mlcr_ochannel _coollng sy_stem is pr_oposed for laser substrate, Electron. Lett, vol. 25, pp. 16531654, 1989.
diode arrays incorporating CVD diamond microchannel tecfi3] A. Yi-van, W. K. Chan, T. S. Ravi, T. J. Gmitter, R. Bhat, and
nology and epitaxial lift-off (ELO) and grafting. The present K. H. Yoo, “Grafted InGaAsP light emitting diodes on glass channel

. . . . . waveguides,Electron. Lett, vol. 28, pp. 341-342, 1992.
analysis shows that this new configuration has the potentjgl; . chen, *Heat transfer in micro- and nanoscale photonic deviées”

to yield a 75% reduction in the thermal resistance from the Rev. Heat Trans.to be published.

diode array to the water coolant compared to that for [&°] K. E. Goodson, O. W. Kding, and R. Zachai, “Impact of thermal
. . . . . - resistances at the boundaries of CVD diamond layers in electronics
conventional configuration based on microchannels in silicon.  systems,"Heat Trans. Electron. Systvol. HTD-292, pp. 83-93, 1994

As a result, the maximum output-power density per unijté] R. J. Phillips, “Microchannel heat sinkslincoln Lab. J, Mass. Inst.

_di : Technol., Lexington, vol. 1, pp. 31-48, 1988.
surface area of the laser-diode arrays can be increased E)f V. Gnielinski, “New equations for heat and mass transfer in turbulent

a factor of four. This reduction in the thermal resistance  pipe and channel flow,int. Chem. Eng.vol. 16, pp. 359-368, 1976.
results from the use of both novel technologies proposé@] J. M. Hu, M. Pecht, and A. Dasgupta, “Design of reliable die attach,”

. . . . . Int. J. Microcirc. Electron. Packagvol. 16, pp. 1-21, 1993.
here, i.e., microchannels in CVD diamond and ELO/grafting;o; s k. Baldwin, T. G. Owano, and C. H. Kruger, “Growth rate studies of

The potential reduction for geometries other than that of CvD diamond in an RF plasma torchPlasma Chem. Plasma Process.

; ; R ; vol. 14, pp. 383-406, 1994.
Missaggiaet al [7], which is used for comparison here, can b 20] A. Singer, “Polycrystalline CVD diamond in electronics: Important

much Ia_rger. The im_pact O_f using d_iamond rath_er than Si”C_ N cost factors,” inProc. 44th Electron. Comp. Technol. Cqr994, pp.
for a given heat sink thickness increases with decreasing 279-285.

microchannel width. The benefit of using thin device substratéd] A Masood, M. Aslam, M. A. Tamor, and T. J. Potter, “Techniques
for patterning of CVD diamond films on nondiamond substratds,

through ELO/grafting technology increases with increasing  Electrochem. Sogvol. 138, pp. L67-L68, 1991, .

active layer width. The predictions calculated here providé2] fSI Katsumat%_Y- Oozucr?h_a?dlg- Asano, “Patternlng.(?;CVDddFlaaTond
: H : ilms by seeding and their field emission propertle,l’ mon el.

the th_eoret|cal basis for further _experlmental work. The futyre Materials, vol. 3. pp. 1296-1300, 1994,

experimental work needs to include several technologic@B] s. Jin, J. E. Graebner, T. H. Tiefel, G. W. Kammlott, and G. J. Zydzik,

innovations that make the proposed Coo“ng system ready for “Polishing of CVD diamond by diffusional reaction with manganese
powder,” Diamond Rel. Mater.vol. 1, pp. 949-953, 1992.

practlcal |mpIementat|ons. [24] E. Yablonovitch, K. Kash, T. J. Gmitter, J. P. Harbison, and E. Colas,
“Regrowth of GaAs quantum wells on GaAs liftoff films ‘Van der Waals
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